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* You can order this quantity or a multiple thereof.

■ Dimensional drawings

Contacts Ue Ie MW DT Order No. Price
per PU

PG PU PS*/
P. unit

Weight
per P. 
unit
approx

V AC A AC 1 unit Unit(s) Unit(s) kg

Auxiliary switches 
One device can be retrofitted per remote control switch

1 CO 
250 V AC/5 A

250 5 0.5 } 5TT4 900 027 1 1 0.032

1 CO 
for small 
outputs

30
AC/DC

0.1 0.5 } 5TT4 901 027 1 1 0.054

Compensators  
For increasing the glow lamp load by 20 mA

250 -- 1 N } 5TT4 920 027 1 1 0.060

5TT4 1 remote control switches  

5TT4 12 remote control switches with central ON/OFF switching
5TT4 132-0 series remote control switches and 
5TT4 142 shutter/blind remote control switches 

1) ZE = Central ON; ZA = Central OFF
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■ Schematics

■ More information

Mechanical storage 

Remote control switches are used to switch lightings by means of 
several pushbuttons. This makes complex cross/two-way switching 
unnecessary. With each pushbutton impulse, the remote control 
switch changes its contact position from OFF to ON, etc. In the event 
of a power failure, the last switching position is mechanically stored.

Pushbutton malfunction

Pushbuttons can jam, which may expose remote control switches to 
a continuous voltage. All remote control switches are protected 
against this type of malfunction through their design or through PTC.

Central switching functions

Versions with central ON/OFF functions allow the central switching of 
all connected remote control switches, which can also be carried out 
over a clock timer.
All remote control switches can be switched to the ON or OFF switching 
state, regardless of their current switching state.

Contact sequences
0 - 1 - 2 - 1+2 or 1 - 0 - 2 - 0 means:

0: No contact closed

1: Only contact 1 closed

2: Only contact 2 closed

1+2: Contact 1 and Contact 2 are closed

The contact positions are constantly changing with each pushbutton 
impulse.

Remote control switches with central and group ON/OFF switching
5TT4 151-. 5TT4 152-.
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Auxiliary switches Compensators
5TT4 90. 5TT4 920

1) GE = Group ON; GA = Group OFF

5TT4 101-. 5TT4 102-. 5TT4 103-. 5TT4 104-. 5TT4 105-.
5TT4 115-

5TT4 122-0 5TT4 123-0

5TT4 125-0 5TT4 132-.
5TT4 142-

5TT4 151-. 5TT4 152-. 5TT4 90. 5TT4 920
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