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MICROMASTER 411/COMBIMASTER 411

1
■ MICROMASTER 411

■ COMBIMASTER 411 Using Energy-saving Motors with Efficiency Classification 

Basictype motor 1LA7

MICROMASTER 411 inverters can be ordered individually. They 
can be adapted to many different types of motor.

Rated output Case size
(inverter)

Order No.

kW
MICROMASTER 411
without filter

MICROMASTER 411
with Class B filter

Mains operating voltage 380 V to 480 V 3 AC
0.37 B 6SE6411-6UD13-7BA1 6SE6411-6BD13-7BA1
0.55 B 6SE6411-6UD15-5BA1 6SE6411-6BD15-5BA1
0.75 B 6SE6411-6UD17-5BA1 6SE6411-6BD17-5BA1
1.1 B 6SE6411-6UD21-1BA1 6SE6411-6BD21-1BA1
1.5 B 6SE6411-6UD21-5BA1 6SE6411-6BD21-5BA1
2.2 C 6SE6411-6UD22-2CA1 6SE6411-6BD22-2CA1
3.0 C 6SE6411-6UD23-0CA1 6SE6411-6BD23-0CA1

Rated output Case size
(inverter)

Order No.
COMBIMASTER 411
without filter

COMBIMASTER 411
with Class B filter

kW 2-pole 4-pole 2-pole 4-pole
Mains operating voltage 380 V to 480 V 3 AC
0.37 B 1UA1070-2AU2@ 1UA1073-4AU2@ 1UA1070-2AB2@ 1UA1073-4AB2@
0.55 B 1UA1073-2AU2@ 1UA1080-4AU2@ 1UA1073-2AB2@ 1UA1080-4AB2@
0.75 B 1UA1080-2AU2@ 1UA1083-4AU2@ 1UA1080-2AB2@ 1UA1083-4AB2@
1.1 B 1UA1083-2AU2@ 1UA1090-4AU2@ 1UA1083-2AB2@ 1UA1090-4AB2@
1.5 B 1UA1090-2AU2@ 1UA1096-4AU2@ 1UA1090-2AB2@ 1UA1096-4AB2@
2.2 C 1UA1096-2AU2@ 1UA1106-4AU2@ 1UA1096-2AB2@ 1UA1106-4AB2@
3.0 C 1UA1106-2AU2@ 1UA1107-4AU2@ 1UA1106-2AB2@ 1UA1107-4AB2@

Motor design: IM B 3 0
IM B 5 1

IM V 1 (without canopy) 1
IM V 1 (with canopy) 4

IM B 14 (with standard flange) 2
IM B 14 (with custom flange) 3

IM B 35 6

For further information on the motors, their types of construction, and order codes 
for special motor designs, see page 1/8 and Catalog M 11.

Example

A variable-speed drive is required, 0.75 kW, 400 V 3 AC, 4-pole, Class B filter, 
IM B 3 motor design, with electromechanical brake control module (for option, see 
pages 1/8 to 1/11).

The Order No. is: 1UA1083-4AB20-Z M55
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Selection and Ordering Data


